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1  Introduction 
The safe disposal of nuclear waste is an important environmental challenge. 
Several countries are investigating deep geological disposal as a long-term 
solution for high-level waste. The Belgian nuclear repository program, conducted 
by ONDRAF/NIRAS (Belgian agency for radioactive waste and enriched fissile 
materials), is in the process of characterizing the host rock capacities of the Boom 
Clay. This is a marine sediment of Tertiary age (Rupelian) (Wouters and 
Vandenberghe 1994). The research activities are concentrated at SCK●CEN 
(Belgian Nuclear Research Centre) located on the nuclear zone of Mol/Dessel 
(province of Antwerp) where an underground experimental facility (HADES-
URF) was built in the Boom Clay at 225 m depth. In this area, the Boom Clay has 
a thickness of about 100 m and is overlain by approximately 180 m of water 
bearing sand formations.  
The isolation of waste from the biosphere is obtained by means of a multi-
barrier concept, composed of engineered and natural barriers. In this study, the 
radionuclide migration through the most important natural barrier, the Boom Clay, 
is investigated. The average hydraulic conductivity value of this formation is very 
low (K=2.10-12 m/s), but the clay is not completely homogeneous. It contains 
alternating horizontal sublayers of silt and clay with an average thickness of 0.50 
m and a large lateral continuity (Vandenberghe et al. 1997). Furthermore, the clay 
exhibits excavation-induced fractures around the excavated galleries 
(Dehandschutter et al. 2002). The sublayers have hydraulic conductivity values up 
to 10-10 m/s (Wemaere et al. 2002) and the fractures may have even higher 
hydraulic conductivity values. Therefore, the aim of this study is to model the 
transport of radionuclides through the clay, taking into account the geological 
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heterogeneity and the excavation induced fractures around the galleries in which 
the waste will be stored. 
2  Method 
2.1 Data analysis 
In order to analyze and simulate the heterogeneous hydraulic conductivity, 
measurements of the hydraulic conductivity and several secondary variables were 
collected. All measurements were carried out in the Mol-1 borehole (Wemaere et 
al. 2002). The resulting data set comprises of 52 hydraulic conductivity values, 71 
grain size measurements, an electrical resistivity log, a gamma ray log and a 
description of the lithology variation. Hydraulic conductivity and grain size were 
measured in the laboratory on cores of 3 to 10 cm and 10 to 20 cm respectively. 
Borehole resistivity and gamma ray logging was performed with a vertical spacing 
of 15 cm. The lithology description was derived from a Fullbore Formation 
MicroImager log with a vertical resolution of 5 cm. The scales of all different 
measurements are of the same order of magnitude. 
 All secondary measurements show a clear correlation with hydraulic 
conductivity (Table 1). Electrical resistivity and hydraulic conductivity have a 
correlation coefficient of 0.73. Gamma ray, on the other hand, shows a negative 
and smaller correlation with hydraulic conductivity (R=-0.65). This lower 
correlation is probably caused by the presence of organic matter and glauconite in 
the Boom Clay, which both affect the gamma ray measurements. Grain size is 
observed to be well correlated with hydraulic conductivity. The correlation 
coefficient between d40 (i.e., the grain size for which 40% of the total sample has a 
smaller grain size) and hydraulic conductivity is 0.95. The lithostratigraphic 
column, determined on the basis of a Formation Micro Imager (FMI) log (Mertens 
and Wouters 2003), also shows a relationship with hydraulic conductivity: the 
mean log hydraulic conductivity of the clay layers (-11.7) is smaller than the mean 
log hydraulic conductivity of the silt layers (-11.3). All secondary parameters are 
thus well correlated with hydraulic conductivity and were therefore incorporated 
in the simulation of hydraulic conductivity.  
Table 1. Correlation coefficients between hydraulic conductivity and secondary parameters 
Secondary parameter Correlation coefficient with hydraulic 
conductivity 
Electrical resistivity 0.73 
Gamma ray -0.65 
Grain size (d40) 0.95 
 
 In previous work (Vandenberghe et al. 1997), the Boom Clay formation was 
divided into three zones. This subdivision was confirmed by the statistical 
analysis. The deepest zone (Belsele-Waas Member: 278m – 292.4m) shows a 
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large variability of hydraulic conductivity and the secondary variables, the middle 
zone (Putte and Terhagen Member: 216m – 278m) shows a small variability and 
the upper zone (Boeretang Member: 190.4m – 216m) shows an intermediate 
variability.  Variograms and cross-variograms of all primary and secondary 
variables were calculated and modeled for the three separate zones. Table 1 shows 
the fitted log K variograms of the three zones of the Boom Clay formation. 
Table 2.  Fitted log K variograms of the three zones of the Boom Clay formation 
 Model Nugget Range  Sill 
Boeretang 
Member 




Spherical 0.003 4.8 m 0.0056 
Belsele-Waas Spherical 0.23 5.5 m 0.38 
 
Figure 1 shows two examples of experimental and fitted variograms and cross-
variograms: the variogram of gamma ray of the Belsele-Waas Member and the 
cross-variogram of gamma ray and resitivity of the Belsele-Waas Member. 
2.2 Simulation of hydraulic conductivity 
Detailed input fields reflecting the heterogeneity of hydraulic conductivity were 
simulated. These hydraulic conductivity fields serve as input for the 
hydrogeological model. Since the Boom Clay shows a large lateral continuity 
(Wouters and Vandenberghe 1994) and since the hydrogeological model is a local 
scale model, it could be assumed that the properties of the Boom Clay do not 
change considerably in the horizontal direction. Therefore, one-dimensional 
vertical simulations of the hydraulic conductivity were calculated. 
 These fields were generated using geostatistical sequential simulation which 
allows to take spatial variability and secondary data into account. The simulation 
algorithm is iterative and contains the following steps: 
1. The location to be simulated is randomly chosen. The spacing between the 
locations to be simulated was 0.2 m, which is of the same order of magnitude as 
the measurement scale of the different variables.  
2. The simple co-kriging estimate and variance are calculated using the original 
primary and secondary data and all previously simulated values using COKB3D 
(Deutsch and Journel 1998).  
3. The shape of the local distribution is determined in such a way that the original 
histogram of hydraulic conductivity is reproduced by the simulation. This is 
achieved by the following approach. Before the start of the simulation, a look-up 
table is constructed by generating non-standard Gaussian distributions by 
choosing regularly spaced mean values (approximately from -3.5 to 3.5) and 
variance values (approximately from 0 to 2). 































Fig. 1. Experimental and fitted a) variogram of gamma ray of the Belsele-Waas Member in 
the vertical direction and b) cross-variogram of gamma ray and resistivity of the Belsele-
Waas Member in the vertical direction 
The distribution of uncertainty in the data space can then be determined from back 
transformations of these non-standard univariate Gaussian distributions by back 
transformation of L regularly spaced quantiles, pl, l=1,...,L: ( )( )1 1 * , 1, ...,KKl lF G G p y l Lyσ− −= + =⎡ ⎤⎣ ⎦  (1) 
where FK(K) is the cumulative distribution function from the original K variable, 
G(y) is the standard normal cumulative distribution function, y* and σy are the 
mean and standard deviation of the non-standard Gaussian distribution and the pl, 
l=1,...,L are uniformly distributed values between 0 and 1. From this look-up table 
the closest K-conditional distribution is retrieved by searching for the one with the 
closest mean and variance to the co-kriging values (Oz et al. 2003). 
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4. A value is drawn from the K-conditional distribution by Monte-Carlo 
simulation and assigned to the location to be simulated. 
This approach creates realizations that reproduce (1) the local point and block data 
in the original data units, (2) the mean, variance and variogram of the variable and 
(3) the histogram of the variable (Oz et al. 2003). Figure 2 shows one realization 















Fig. 2. Simulation of the vertical hydraulic conductivity of the Boom Clay 
 2.3 Simulation of fractures 
Around the galleries in the Boom Clay, excavation-induced fractures are observed. 
About 90% of the discontinuities are approximately parallel planes that are part of 
a twofold conjugated fault set (Fig. 3). The excavation-induced fractures around 
the future disposal galleries were modeled as discrete fractures. Their properties 
(i.e., extent, aperture, spacing, dip and strike) are simulated using Monte Carlo 
simulation. Since these fractures will probably have similar properties to the 
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fractures observed in previously excavated galleries in the Boom Clay, the input 
probability distributions of the fracture properties were derived from 
measurements carried out during recent tunnel excavation in the Boom Clay 
(Dehandschutter et al. 2002; Dehandschutter 2002; Mertens et al. 2004). 
 Examination of a mounting chamber excavated in the Boom Clay revealed that 
the rock mass seemed to be damaged up to approximately 2 m, with a lot of small 
scale disturbances. The fractures were open and pyrite oxidation was present on 
the surfaces up to a depth of 2 m (Mertens et al. 2004). To account for potential 
variations in clay properties, tunnel design or excavation techniques, some 
variation of the extent of the fractured zone was allowed and the extent of the 
fractures was simulated as a random number between 1 m and 3 m.  
    
 
 
Fig. 3. Schematical representation of a vertical cross section through the Connecting 
Gallery showing the typical symmetrical form of the encountered shear planes (1. 
Tunneling maching; 2. Supported tunnel; 3. Induced shear planes) 
 
 Fracture apertures were examined using microtomography and scanning 
electron microscopy (Dehandschutter et al. 2004). Values of tens of micrometers 
were measured. The aperture could be as large as 1 mm at the tunnel walls and 
decreased rapidly as the distance to the excavation increased (Dehandschutter B. 
personal communication). Therefore, fracture aperture was simulated as a random 
number between 0 µm and 50 µm.  
 Faulting is very intense over most part of the excavation zone. The distance 
between subsequent fractures is generally less then 1 m. The average spacing is 
about 70 cm (Mertens et al. 2004). The fracture spacing was drawn from a 
distribution reflecting these observations, i.e., a normal distribution with a mean of 
0.70 m and a standard deviation of 0.12 m.   
 Fracture dip angle varies between 30 and 80 degrees. 82 fracture dip 
measurements of shear faults were carried out (Dehandschutter 2002). The 
average fracture dip was 53° and the standard deviation was 11°. The fracture dip 
was therefore drawn from a normal distribution with a mean of 53° and a standard 
deviation of 11°.  
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 Examination of the strike of discontinuities surrounding boreholes and larger 
excavations in the Boom Clay revealed that the strike of most discontinuities was 
perpendicular to the borehole or gallery axis (Dehandschutter 2002). The 
orientation of the fractures was fairly constant and all fractures were therefore 
assumed to have a strike perpendicular to the gallery axis.  
The fracture geometry and properties were simulated by independent sampling 
from the proposed marginal distributions of fracture extent, aperture, spacing, dip 
and strike.  
2.4 Hydrogeological model 
A local 3D hydrogeological model of the Boom Clay, including the simulations of 
matrix hydraulic conductivity values and fractures, was constructed (Fig. 4). The 
model width in the x-direction is 20 m, i.e., half the distance between the disposal 
galleries. The model length in the y-direction is 15 m. This length was a 
compromise between including as many fractures as possible and keeping the 
computation time manageable. The model dimension in the z-direction is 102 m, 
i.e., the thickness of the Boom Clay in the nuclear zone of Mol-Dessel. The grid 
spacing is 1 m in the x-direction, approximately 0.17 m in the y-direction and 
between 0.2 m and 1 m in the z-direction. This fine grid was necessary to include 
the high resolution simulations of hydraulic conductivity and the geometry of the 
fractures. The vertical boundary conditions for groundwater flow are zero flux 
boundary conditions since the hydraulic gradient is vertical. The horizontal 
boundary conditions for groundwater flow are Dirichlet conditions. The specified 
head at the upper boundary is 2 m higher than the specified head at the lower 
boundary since the downward vertical hydraulic gradient is approximately 0.02 in 
the 100 m thick Boom Clay (Wemaere and Marivoet 1995). This gradient could 
vary in magnitude or even change direction over the long time period associated 
with radioactive waste disposal. In this study the gradient was however assumed 
to be constant. The boundary conditions for transport of the upper and lower 
boundaries are zero concentration boundary conditions (Mallants et al. 1999) since 
the hydraulic conductivity contrast between the clay and the aquifer is so large 
that solutes reaching the boundaries are assumed to be flushed away by advection 
in the aquifer.   
 The model was calculated for the radionuclide Se-79 since previous 
calculations revealed that this was one of the most important in terms of dose rates 
from a potential high-level waste repository for vitrified waste (Mallants et al. 
1999). This radionuclide has a half-life of 65000 years, a solubility limit of 5.5e-8 
mole/l, a diffusion coefficient of 2e-10 m²/s and a diffusion accessible porosity of 
0.13. The transport processes that were taken into account in the model are 
advection, dispersion, molecular diffusion and radioactive decay.  
 The nuclear waste disposal galleries are assumed to be situated in the middle of 
the Boom Clay. This radionuclide source is modeled as a constant concentration 
source with a prescribed concentration equal to the solubility limit. The 
radionuclides slowly dissolve into the groundwater until all available 
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radionuclides are dissolved. The source term is thus a constant concentration equal 
to the solubility limit until exhaustion of the source.   
The radionuclide migration in the clay and the fluxes through the clay boundaries 
into the surrounding aquifers were calculated with FRAC3DVS, a simulator for 
three-dimensional groundwater flow and solute transport in porous, discretely-
fractured porous or dual-porosity formations (Therrien et al. 1996, Therrien et al. 
2003). The fractures were modeled as discrete planes with a saturated hydraulic 
conductivity of (Bear 1972): 
( ) ( )22 12K g bf ρ µ=  (2) 
 
where ρ is the fluid density (kg/m³), g is the acceleration due to gravity (m/s²), 
2b is the fracture aperture (m) and µ is the fluid viscosity (kg/(ms)). The model 
was run with ten different simulations of hydraulic conductivity and fractures as 
input. The computation time of one run of the model with a PC with a 1.8 GHz 
CPU and 512 MB RAM was approximately 6 to 8 hours. 
 
Fig. 4. Boundary conditions for (a) flow and (b) transport of 3D local 
hydrogeological model.  
3  Results and discussion 
Fig. 5 and 6 show the total Se-79 fluxes through the lower and upper clay-aquifer 
interfaces for 10 different simulations. The fluxes through the clay-aquifer 
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interfaces gradually increase until they reach a maximum after approximately 
200000 years and decrease slowly afterwards due to exhaustion of the source. The 
difference between the fluxes of the 10 different simulations is the largest in the 
time period from 100000 till 200000 years. The total amount of Se-79 leaving the 
clay was calculated as the flux integrated over time for each simulation. The total 
Se-79 masses leaving the clay vary between 2.200e+12 Bq and 2.438e+12 Bq 
through the lower clay-aquifer interface and between 2.045e+12 Bq and 



































Fig. 6. Total Se-79 flux (Bq/year) through the upper clay-aquifer interface 
 
The range of total Se-79 masses leaving the clay is thus rather small. The 
difference between the largest and the smallest calculated mass is 10%. This result 
is important for the evaluation of the suitability of the Boom Clay Formation as a 
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host rock for vitrified nuclear waste storage. The total mass fluxes leaving the 
clay, taking excavation induced fractures and high-conductivity sublayers into 
account, are not very different from the mass fluxes calculated by a previous 
simple homogeneous model. This is probably caused by the relatively small 
importance of transport by advection compared to transport by diffusion in such 
media. Changes in the heterogeneity of hydraulic conductivity do not change the 
output fluxes significantly and do not affect its main safety function. This again 
shows that the Boom Clay is a very robust barrier. 
4  Conclusions 
In this study, the transport of radionuclides through a potential host formation for 
the disposal of vitrified nuclear waste was calculated, taking the geological 
heterogeneity and the excavation induced fractures into account. The calculated 
fluxes through the clay boundaries into the surrounding aquifers were very similar 
for all the different simulations. The difference between the largest and the 
smallest calculated mass leaving the clay was 10%. These results show that 
changes in the heterogeneity of hydraulic conductivity do not change the output 
fluxes significantly. The robust barrier function of the Boom Clay formation is 
thus confirmed by these results.  
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